
DEGREASING BRIDGE - LONGITUDINAL  Type:  MR16
GRITS AND GREASES REMOVAL

ment tanks. 

Descriptions and Features:

· Walkway unit.

· Motor drive

· Guiding unit. Through rails anchored to the top slab, on both sides of the side walls and along 
the longitudinal direction of the enclosure.

· Waste elimination system.

traction.

· Motor pump unit and extraction pipes.

· Electrical supply system. To be installed along the enclosure and on one external side. Pro

· Control equipment
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GREASE CONCENTRATOR WITH TANK  Type:  MR08D
GRITS AND GREASES REMOVAL

GREASE CONCENTRATOR WITH TANK type MR08D

process, etc.

Description and Features:

· Tank

· Power unit.

attached.

 
· Surface scrapers.

mounted on them, resulting in a proper adaptation to the sides of the enclosure and the 
discharge ramp.
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GREASE CONCENTRATOR  Type:  MR08N
GRITS AND GREASES REMOVAL

GREASE CONCENTRATOR type MR08N

etc.

Description and Features:

· Rack.

· Power unit.

· Surface scrapers.
mounted on them, resulting in a proper adaptation to the sides of the enclosure and the dis
charge ramp.
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WORM DRIVE GRIT REMOVER  Type:  MR37T
GRITS AND GREASES REMOVAL

Descriptions and Features:

· Metallic barrel.
water discharge. Equipped with a top lid for correct inspection and cleaning.

· Worm drive.

ing.

· Power unit. 
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